
Gauge Elevation: Drainage Area: County of Gage: County of Town: Weather Office:

831.78 feet 291 mi2 Blair, PA Blair, PA State College

Minor: Moderate: Major:

12.00 13.00 15.00

Feet
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15.00

13.00

12.00

Not available

Period of Record (used in flood frequency) Outside Period of Record (not used in flood frequency)

78°12'00" or 78.200000° W

Susquehanna Juniata

Gauge Stage Changes

Start and End Date Minor Moderate Major

Not available Not available Not available

Frankstown Branch Juniata River at Williamsburg, Pennsylvania

The right, or south bank overflows. The Road near the river upstream of Williamsburg is inundated. A few homes experience basement flooding.

Sections of route 866 from Williamsburg to Ganister are covered by flood waters.

Many homes on the right, or south bank will be affected by high water.

Many homes on the right, or south bank are affected by high water. The south approach to the highway bridge is unundated. A number of other streets 

and roads in the area are closed.

Most of Williamsburg is affected by high water. Very few houses on the right bank are above this level.

Juniata

Flood Impacts

Latitude: Longitude:

Major Basin:

8/14/1928 to Present 6/1/1889 to 8/13/1928 

Sub Basin: Minor Sub Basin:

40°27'47" or 40.463056° N


